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SOLAR LIGHTING

Solar LED Street Light & Radar Sensor

ADDITIONAL INFORMATION: IK Rating - IK08. Remote Control Included. Detection Distance: 6m - 7m. 
Mounting Bracket Pole Size: (Ø)60mm x 500mm Included. 

RFS101

TECHNICAL SPECIFICATIONS

Lumens 1100lm

IP 65

Colour Temperature 6500K

CRI >80

Light Source LED Integrated SMD

Wattage 8W

Lumens/Watt 137.5lm/W

Beam Angle 90˚

Charge Time  :  Working Time Up to 4-6 Hours  :  Up to 12 Hours/1 or 2 Rainy Days

Solar Panel Mono 6V/8W

Shade/Lens Clear, Polycarbonate

Fitting Material  :  Fitting Colour ABS  :  Black

Working Temperature -20 ~ 45˚C

Class 3

BATTERY

3.2V/6Ah  
New LiFePO4

WARRANTY
Fitting: 5 Years / Lamp Life: 50 000 Hours

2000 Switch Cycles

Battery: 2 Years

FITTING DIMENSIONS
Street Light: 440mm x 255mm x 55mm

Solar Panel: 300mm x 203mm x 4mm
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SOLAR LIGHTING

TECHNICAL BREAKDOWN

RFS101 - 8W

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM
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IES & BIM files available for download on our website www.radiant.co.zaIES BIM


