
Project Catalogue 2026115

LINEAR & PANEL LIGHTS

LED Backlit Light Panel 
RPR360

WARRANTY

5 Years

FITTING DIMENSIONS

595mm x 595mm x 26mm

ADDITIONAL INFORMATION: Colour Changing Technology Can Be Set to Cool White, Natural White, and Daylight. Flicker Free.  
Please Ensure You Select the Correct Colour Temperature by Selecting the Appropriate Position of the CCT Switch. LED Driver Incl.

TECHNICAL SPECIFICATIONS

Lumens 4000lm

IP 40

Colour Temperature 3 CCT 4000K/5000K/6500K Switchable

CRI >80

Lamp/s 1 x 40W LED Integrated SMD Included

Light Source LED Integrated SMD

Voltage 220V-240V ~ 50Hz

Wattage 40W

Lumens/Watt 100lm/W

Beam Angle 120˚

Power Factor 0.9

Surge 1kVA

Shade and/or Lens Opal, Polycarbonate

Fitting Material  :  Fitting Colour Aluminium, Steel & Polycarbonate  :  White

Cable Length 320mm

Working Temperature -20 ~ 45˚C

Class 2
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LINEAR & PANEL LIGHTS

TECHNICAL BREAKDOWN

RPR360 - 40W

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM
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IES & BIM files available for download on our website www.radiant.co.zaIES BIM


